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LPD-3100/C2756 LPD-140-106 LPD-1010-110 LPD-1011-107 LPD-1225/108* LPD-410-105 LPD-830-105

Gain 6 dBi 6 dBi 6 dBi 6 dBi 7 dBi 7 dBi 5 dBi typical

VSWR 2.0:1 nominal 2.0:1 nominal 1.8:1 nominal 2.0:1 nominal 2.0:1 nominal 2.0:1 nominal 2.0:1 nominal

Anodized
Finish

75° E-plane
120° H-plane

75° E-plane
120° H-plane

Weight

Antenna
Connectors

Extended
Dimensions

Collapsed
Dimensions

Beamwidth
(nominal)

Standard: OD green
Optional: Black

OD green

Storage

N Female N Female

35” x 59”

N Female

17' x 16.5'

4” x 4” x 24”12” dia x 96” tall

With mast and
storage tube:

8.4 lbs (3.8 kg)
Antenna only:
5.8 lbs (2.6 kg)

Antenna: 4.5 lbs
Mast: 1.2 lbs

Stow roll: 0.9 lbs
85 lbs (39 kg)

20” x 19”64” x 50”63” x 61”61.6” x 60.3”

9.5” x 9.5” x 0.85"
with pistol grip

3” dia x 22" tall6” dia x 35" tall5.5” dia x 36" tall6” dia x 24" tall

TNC FemaleN Female N FemaleN Female

With storage tube:
17.8 lbs (8.1 kg)
Antenna only:

11.0 lbs (5.0 kg)

With storage tube:
4.1 lbs (1.9 kg)
Antenna only:
2.1 lbs (1.0 kg)

1 lb (0.45 kg)

With storage tube:
16.4 lbs (7.5 kg)
Antenna only:

10.7 lbs (4.9 kg)

Two nylon
balistic bags

Sq fiberglass tube
used as mount

Black nylon
stow roll

Rnd fiberglass tube
used as mount
(spring-loaded 

elements fold into 
boom sections)

Rnd fiberglass tube
used as mount
(spring-loaded 

elements fold into 
boom sections)

3" rnd fiberglass 
tube used as mount

Detachable pistol
grip or ¼-20 thread

13.8" x 11.3" x 1.1"
with pistol grip

Black OD green OD green OD green Black/ABS

400 W CW 100 W CW 100 W CW

Frequency
(MHz)

30 to 1000 100 to 400 100 to 1000 100 to 1100

75° E-plane
120° H-plane

75° E-plane
120° H-plane

Power
Handling

300 W CW 100 W CW 450 W CW 100 W CW

70° E-plane
110° H-plane

70° E-plane
110° H-plane

85° E-plane
135° H-plane

120 to 2500 400 to 1000 690 to 3000
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